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SOLAR ROAD STUD
Model No. SOLAR ROAD STUD
Size. 132°122*32MM
NO OF LED-6
Material. ALUMINIUM ALLOY
WATER PROOF GRADE- IP68
Work Time. 48-72 HOURS
Color. REDY,ELLOW
Power Supply. SOLAR PANEL 0.3 W 45*65MM
NI-MH BATTERY 12V/800MAH
SOLAR DELINEATOR
Model No. SOLAR DELINEATOR
Size. 100MM
Material. POLYCARBONATE & ABS

Solar Panel.

MONO CRYSTALINE /

POLYCRYSTLINE 5 VOLTS / 60 MAH

Battery.

2*12 VOLTS, NI MH-1200 MAH HIGH

TEMPRATURE BATTERY

Backup.

36 HOURS AFTER FULL CHARGING

Color.

RED/AMBER/GREEN/BLUE
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SOLAR DELINEATOR WITH CLAMP

Model No. SOLAR DELINEATOR

Size. 85MM

Material. POLYCARBONATE & ABS - (Clamp - Metal)
Solar Panel. MONO CRYSTALINE /

POLYCRYSTLINE 4 VOLTS / 50 MAH

Battery. 1*12 VOLTS, NI MH-800 MAH HIGH
TEMPRATURE BATTERY

Backup. 36 HOURS AFTER FULL CHARGING

Color. RED/AMBER/GREEN/BLUE

SOLAR DELINEATOR WITH MESH & CLAMP

Model No. SOLAR DELINEATOR
Size. 85MM
Material. POLYCARBONATE & ABS

Solar Panel.

MONO CRYSTALINE /

POLYCRYSTLINE 4 VOLTS / 50 MAH

Battery. 1*12 VOLTS, NI MH-800 MAH HIGH
TEMPRATURE BATTERY

Backup. 36 HOURS AFTER FULL CHARGING

Color. RED/AMBER/GREEN/BLUE

SOLAR DELINEATOR WITH MESH & POLE

Model No. SOLAR DELINEATOR
Size. 850MM
Pole Height. 1100MM - POLE DIA SOM, 2KG APPROX

Solar Panel.

MONO CRYSTALINE /

POLYCRYSTLINE 4 VOLTS / 50 MAH

Battery. 1*12 VOLTS, NI MH-800 MAH HIGH
TEMPRATURE BATTERY
Backup. 36 HOURS AFTER FULL CHARGING
Color. RED/AMBER/GREEN/BLUE
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SOLAR FLASHER
Model No. SOLAR FLASHER
WATERPROOF ROTATING BEACON
LIGHT DIA: Sem.
Energy. 24 volt
Solar Panel. 6 HIGH INTENSITY SUPER BRIGHT LEDs
Cover Material. PS
Backup. 36 HOURS AFTER FULL CHARGING
Function. FLASH CLOSE
8HRS SUN CONTROL OPERATES
120 HOURS (FLASH MODE)
AUTOMATIC ON AT DUSK, OFF AT DAWN
SOLAR FLASHER
Model No. SOLAR FLASHER
No.of LEDS. 4LED
Technology. DOUBLE LENS WITH ADVANCE OPTICS
FOR INCREASED VISIBILITY
Photocell. AUTO ON AT DUSK, OFF AT DAWN
(PHOTOCONTROL)
SOLAR TRAFFIC BLINKER
Model No. SOLAR TRAFFIC BLINKER
Size. 300MM
Material. POLYCARBONATE
Solar Cell. TYPE MONO CRYSTALINE
Voltage. 18v/450MA
Battery. 12v7aK
No. of leds. 192 LED'S
Backup. 72 HOURS AFTER FULLY CHARGED
Color. RED & AMBER
alC Q|ad c O




o

LADWA

Making the World Safer

00/ /]

SOLAR CHEVRON LIGHT
Model No. CHEVRON LIGHT
Size. 900*600*77MM - 750*600*77MM
600*600*77MM - 900*450*77MM
600*450*77MM
Solar Panel. POLY CRYSTALLINE 10 WATTS
Battery. LIFEPO4 12.8 VOLTS 5 AH
Backup. 108 HOURS WHEN FULLY CHARGED
No. of LEDs. 117-130 LED’S
Display. ALUMINIUM SHEET / ACP 2MM
Color. RED AMBER, GREEN WHITE
Sheet Metal. 600MM*900MM"53MM POWDER COATED.
Blinking freq. 40 T0 50 PER MIN AS REQUIRED
Reflective Tape. HIGH INTENSITY TAPE 3M
SOLAR CHEVRON SIGN BOARD
Model No. CHEVRON SIGN BOARD
Size. 900*600*77MM - 750*600*77MM
600*600*77MM - 900*450*77MM
600*450*77MM
Solar Panel. POLY CRYSTALLINE 10 WATTS
Battery. LIFEPO4 12.8 VOLTS 5 AH
Backup. 108 HOURS WHEN FULLY CHARGED
No. of LEDs. 117-130 LED’S
Display. ALUMINIUM SHEET / ACP 2MM
Color. RED, AMBER, GREEN, WHITE
Sheet Metal. 600MM*900MM*53MM POWDER COATED.
Blinking freq. 40 T0 50 PER MIN AS REQUIRED
Reflective Tape. HIGH INTENSITY TAPE 3M
SOLAR SPEED SIGN BOARD
Model No. SOLAR SPEED SIGN BOARD
Size. 900*600*52MM - 750*600*52MM

600*450*52MM

Solar Panel.

450 MAH / 9V / 4 WATTS

Battery. EXIDE LEAD ACID 12 VOLT 7.2AH C-10
Backup. 108 HOURS WHEN FULLY CHARGED
No. of LEDs. 117-130 LED’S
Display. ALUMINIUM SHEET / ACP 2MM
Color. RED, AMBER, GREEN, WHITE
Sheet Metal. 600MM*500MM*53MM POWDER COATED.
Blinking freq. 40 TO 50 PER MIN AS REQUIRED
Reflective Tape. HIGH INTENSITY TAPE 3M
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